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INTRODUCTION

MAXISTRUT CHANNEL FRAMING HAS BEEN IN
BUSINESS FOR 21 YEARS SUPPLYING A COMPLETE
LINE OF CHANNEL AND ACCESSORIES IN ALL
FINISHES. WE HAVE OVER 120 YEARS OF COMBINED
KNOWLEDGE IN THE CHANNEL INDUSTRY.

WE ARE PLEASED TO PRESENT OUR CATALOG
COVERING THE MOST POPULAR ITEMS STOCKED IN
HOUSTON AND MANY OTHERS ARE AVAILABLE ON
REQUEST. ALL CHANNEL PRODUCTS ARE ROLL
FORMED AT OUR PLANT IN HOUSTON, TEXAS.

THIS CATALOG IS DESIGNED AS A GUIDE FOR
LOCATING THE CHANNEL AND FITTINGS REQUIRED.
SOME ITEMS ARE DIMENSIONAL AND SOME
NONDIMENSIONAL. PLEASE CALL FOR ITEMS THAT
REQUIRE EXACT DIMENSIONS.

1-888-242-6011




GENERAL INFORMATION

MATERIALS

CHANNELS: CHANNELS ARE COLD FORMED BY ROLL FORMING MILD

FITTINGS:

CLAMPS:

NUTS:

STRIP INTO MULTIPLE CHANNEL CONFIGURATIONS.
STANDARD LENGTHS ARE 10’ AND 20°.

COLD ROLLED - ASTM-A366

HOT ROLLED - ASTM-A570

PRE-GALVANIZED - ASTM-A653

HOT ROLLED SHEET - ASTM-A570 - STRUCTURAL QUALITY
HOT ROLLED SHEET - ASTM-A569 - COMMERCIAL QUALITY
7a” NOMINAL THICKNESS

9/16” HOLES, 13/16” FROM ENDS & 1-7/8” ON CENTERS
(UNLESS OTHERWISE NOTED)

HOT ROLLED - A569 - COMMERCIAL QUALITY
COLD ROLLED - A366 - COMMERCIAL QUALITY

CASE HARDENED - ASTM-A575
CASE HARDENED - ASTM-A576

FINISHES FOR ORDERING

AL....ALUMINUM
PL ...PLAIN

EG.....ELECTRO-GALVANIZED
FG.....FIBERGLASS

HD.....HOT DIPPED GALVANIZED AFTER FABRICATION
PG.....PRE GALVANIZED

SS4...TYPE 304 STAINLESS STEEL
S86...TYPE 316 STAINLESS STEEL
WH.....PAINTED WHITE

?.4 - ZINC PLATED




ROLL-FORMED STEEL CHANNEL SECTIONS

x/ 12 GA. (\‘/ 16 GA.
1-5/8" 1.9 LBS./FT. 1-5/8" 1.4 LBS./FT. 1-5/8" 1.12 LBS./FT.
MS-402 MS-404 MS-406
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3.8 LBS./FT. 1-5/8" 2.8 LBS/FT. 1-5/8" 2.24 LBS./FT.
MS-412 MS-414 MS-416

7 )"8"

Bl

1‘3}’8“ [ :

1 '5/8&5/

12 GA.

13/16" I:
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. 12 GA. 16 GA.
15;/3\,, 1.7 LBS./FT. 1.35 LBS./FT. .82 LBS./FT.
MS-302 MS-202 MS-106
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15/8" 3.4 LBS./FT. 1-5/8" 2.7 LBS.JFT. e 1.64 LBS /FT.
MS-312 MS-212 MS-116




